Leading Innovation >>>

4-Way Cassette type

The wide air flow in all direction

Compact sizing

Compact size especially in height
(256 mm), new slimmer chassis
offers wide range of installation
opportunities to customer.

1 Receiving part
| Wide flow louver panels
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Panel size is same for all models,

Wireless remote Wired remote controller )
controller RBC-AMT32E RBC-U31PGXP(W)-IN. It is easy to
| maintain a neat appearance when
* Included with indoor unit o — multiple units are installed.

** Available as an option.
RBC-U31PGXP(W)-IN
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o e e e AV-SEBOTUPV  RAV-SE1001UPV RA By RA 3 A B
Outdoor unit RAV-TE401APY RAV-
Capacity kw 3.82 5:3 (o N—" 100 125 10.0 121
Range, min-max KW| 11-40 | 12-56 | 12-m 40-11.2 40-130 40-11.2 40-125
Cooling® Power consumption kW 1.12 1.50 1.85 3.03 451 3.03 437
EER Capacity 100% 341 3.53 = 3.30 -7 330 277 ]
(Energy | Capacity 80% 425 44 419 417 3.50 | 417 3.49
iz Satie) Capacity50% | 562 577 5.48 5.88 496 5.32 448
Standard air flow (H/M/L) _m3/h 1050 / 870-/ 7801050 / 870 / 780{1230 /960 / 810(1800 /1530 /1230{1860 / 1530/ 1230|1800 / 1530/ 1230|1860 / 1530/ 1230
Sound pressure level (H/M/L) dB(A)| 32/29/28 | 32/29/28 | 35/31/28 47/44/39 48/44/39 47/44/39 48/44/39
Main unit dimensions (H/W/D) mm 256 /840 /840 256/840/840
Weight kg ' ' 20 20
Pa'nel Model name RBC-U31PGXP(W)-IN RBC-U31PGXP(W)-IN
Dimensions (H/W/D) mm 30/950/950 30/950/950
Power supply 1-phase 50Hz 220 - 240V / 1-phase 60Hz 220 - 230V 1 %;%gzii%%ﬂzz%%%‘“ﬂgg\/
Compressor type DC rotary DC twin rotary DC twin rotary
Connecting pipe dia., Gas/Liquid side mm| 012.7/064 | 0127/064 | 0159/09.5 | 8159/09.5 | 0159/09.5 015.9/09.5
Standard / Min. pipe length m 7574 7.5/2 75/2 7575 2515 75/5
Max. pipe total length rf—1 - 25 | 25 25 30 30 ) 30
Maximum height difference m 10 10 10 20 20 l 20 ]
Outer dimensions (H/W/D) mm 550/ 780 /290 890/900/320 |  890/900/320
Weight kg 33 32 32 57 57 48 48
Sound pressure level dB(A) 47 52 52 . 59 60 59 60 ==
T)perating range ) - 7"7175-‘46




